;

safety monitoring relays

= Power requirements—the
SR101A will accept 24 VAC/DC,
115 VAC, or 230 VAC

= Inputs—a single N/C input
channel, not monitored, is
provided

= Qutputs—the SR101A has two
N/O outputs to route power to
the coils of power contactors

Sing‘.e:(ilunne| Safety Monitoring Relay

m External Device Monitoring
(EDM) is provided with a N/C
loop between S11 and S21 on
the SRI0IA

m Reset mode—an automatic
reset mode is provided with the
SR101A

CE® §

Conforms to EN60204-1, EN954-1, VDE 0113
UL and G-UL listed, BG approved
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- Applicaﬂ'on

24 VAC/DC, 110 VAC or 230 VAC

PUSH
BUTTON

\K1 (AUX)
START
MOMENTARY] K2 (aux)

L TARY ‘ |
MOMEN Al s11 s21 13 23
PUSH €
BUTTON T T [
e ey | [ et |
BUARD * 1 )
MA SERIES . / I
BLUEL | INTERLOCK
SWITCH +
K1 - ~l- ---
BROWN
SR101A T T T
EB SERIES o B 14 o

FUSE

K1

O O

L1 L2 L3 L1 L2 L3
L iun ol
K1 %
NN
j K2\ \ \
= A
IR
SRR
2

CONTACT PROTECTION e.g. THERMAL CUT OUT

. E;ﬂ:xplunuﬁon of the circuit operating principle and fault defection, see
n Circuit Examples” in the Engineering Section of this cafalog.

Oulput Contaci
Am:ngemenfs

it

Terminal Connections

@

@

SUPPLY

SAFETY
OUTPUT 1
N/O

SAFETY
OUTPUT 2
N/O

EDM AND
RESET

o

Terminal Pin Assignments

S | s11 Al
| 14 13|
NED 23|
S| [sn]|

shoje1 Buyiopuow Ajajns
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u Block Diagram

A s11 s21 13 23

P Relay control and

ower supply fault monitoring

(S11=24V) o I i

K2 / TP ‘l ------- A\

Up A1 A2 . g
; DC +Ug OV

AC L1 N K1 / _____ \ _______ {

;
T4 e

= Dimensions — mm/in.

SR101A

v
=
=
-
[t
e
=
=
=
[=]
=
=
=]
1=
L
o —
=
w

! 114 = skt 1995
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133: DIN RAIL MOUNTING
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s Specifications

 Electrical All Models SR101A01 SR101A02 SR101A03
. Power Supply: +10%, 50-60 Hz 24 VAC/DC 115 VAC 230 VAC
t Power Consumption: Approx. 1 VA
. Safety Inputs: 1 N/C (not monitored)
Outputs: 2 N/O

© Output Rating AC: Inductive AC-15, 4 A/230 V
"~ Output Rating DC: Inductive DC-13, 2 A/24 V
" Min Switched Current/Voltage: 20 mA/24 V

Impulse Withstand Voliage: 2500 V
75 ms

- Max Drop-Out Time:

6 A quick-acting fuse or 4 A slow-acting

Automatic (511-821)

N/C loop S11-821

35 mm (1.38 in.) DIN rail

Fiber-filled Polyamide PAG.6

1x 2.5 mm (14 AWG) stranded

230 g (8.1 0z.)

Red =
None -%
Green = K1 Closed, Green = K2 Closed 2
1 x 107 operations g-
‘ rﬂ nmental é 3
closure Protection: IP20 terminals, IP40 (NEMA 1) housing =
ating Temperature 24 VAG/DC: -15 to 60°C (5 to 140°F) -::f
115/230 VAC: -15 to 40°C (-5 to 104°F)
93% RH at 104°C (219°F)
EN 60204-1: 1998, EN 954-1: 1996, VDE 0113 Part 1: 1998-11
CE marked for all applicable directives, UL and C-UL, BG
Cat. 3 per EN954-1 (SR101 internal operation)
IS are subject to change without notice.
ety contacts of the Omron STI switches are described as normally closed (N/C)—i.e., with the quard closed, actuator in place, and the
ine able to be started.
 Ordering
Supply Inputs Outpuis Part No.
SR101A01 24 VAC/DC 1 N/C 2 N/O 44510-1011
SR101A02 115 VAC 1 N/C 2 N/O 44510-1012
SR101A03 230 VAC* 1 N/C 2 N/O 44510-1013
*230 VAC units are avalibel on special order. Minimum guantities may apply.
OMRON SCIENTIFIC TECHNOLOGIES, INC. For the Latest Information omRon

USA Tel. 1/888/510-4357
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